GERIi DONUSSUZ DAMPER /
BACK DRAFT DAMPER

GDD URUN OZELLIKLERI:
o Kasa ve kanatlar galvaniz sagtan veya aliiminyum profilden imal edilmektedir.

kanallarinda tek yonlii hava akigini saglamak amacryla kullanilir.

e Kanatlar havanin itme kuvveti ile agilir, akis kesildigi an kendi agilig1 ile kapanir.

o Opsiyonel olarak denge agirlig1 ile debiye gore akis-basing ayar1 yapilabilmektedir.
o Sistemin ani basing degisimlerine kars1 hizli tepki verebilmesini saglar.

o iki tipi mevcuttur; Standart Model (BDD-142) ve Dairesel Kesitli Model (BDD-242).
o [s1 kaybin1 azaltir ve sistem kapali iken, havalandirma sistemine girebilecek toz, yagmur, bocek, kus gibi tehditleri engeller.

e Fan motoru agik iken hava akisi saglamak, kapali iken ise ters yone hava akigini dnlemek i¢in tasarlanmigtir. Hava

Stepped air vohmme settings cannot be done by Back < =
Dirafi Damper mechanisms. Blade positions are N\{ . i
comparative with flowing air vohune. If there is none.
blades are closed. < =
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Circular back drafi dampers are ideal for -of course- 7
circular air ducts. S
Other characteristics are same as back draft dampers. " =2
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If there are more fan-blows than one in the svstem.
back draft dampers will be excellent choice for

maximm efficiency .
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