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JN-125

JN PRODUCT SPECIFICATIONS:

rooms.

Teleskopik

¢ Has a flow rate of 2000m3/h (max), suitable for up to 8m. heights.

o Air thrower ball can be adjusted with 30° angle.
e Has two main types: Single Walled Jet Nozzle (JN-125) and Double Walled Jet Nozzle (JN-225).
¢ On request, can be manufactured as “Multi-Nozzle Assembly”(as 4-6-8-... nozzles).
o Assembles with round duct connector, direct duct connection or flexible duct connector, by flanges, screws or rivets.
e Eloxal, anodizing or electrostatic powder coating with the color from RAL catalogue.

Telescopic Diffusers

o Adjustable chasis and special frame are made of aluminum material by coating.
o Provides a long throw (up to 25 meters) at high velocities. Usable for pointwise heating/cooling in wide and high-ceiling
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Grup Jet Nozul

Group Jet Nozzle

JN 125 - 225 JET NOZUL HIZLI SEGIM TABLOSU
JN 125 - 225 JET NOZZLE SELECTION TABLE

Neck Dimensions | Effctve Ares HAVA HIZLARI / AIR VELOCITY m/s

@mm m2 1,5 2,0 2,5 3,0 4,0 5,0 6,0 7,0 8,0
100 0,0019 10,26 | 13,68 | 17,10 | 20,52 | 27,36 | 34,20 | 41,04 | 47,88 | 54,72
125 0,0031 16,74 | 22,32 | 27,90 | 33,48 | 44,64 | 55,80 | 66,96 | 78,12 | 89,28
160 0,0050 27,00 | 36,00 | 45,00 | 54,00 | 72,00 | 90,00 | 108,00 | 126,00 | 144,00
200 0,0085 45,90 | 61,20 | 76,50 | 91,80 | 122,40 | 153,00 | 183,60 | 214,20 | 244,80
250 0,0135 72,90 | 97,20 | 121,50 | 145,80 | 194,40 | 243,00 | 291,60 | 340,20 | 388,80
315 0,0225 121,50 | 162,00 | 202,50 | 243,00 | 324,00 | 405,00 | 486,00 | 567,00 | 648,00
400 0,0385 207,90 | 277,20 | 346,50 | 415,80 | 554,40 | 693,00 | 831,60 | 970,20 | 1108,80

prcY) -

Hava Miktari m3/h
Air Volume m3/h
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